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SUMMARY 

I. South Section (Prek Kdam to Thlea  Section) 

 
Item 

 
Location 

Parameter/ 
Means of 

Monitoring 

Result 
(Average) 

 
Standard 

 
Frequency 

 
Remarks 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Air quality 

KP 52- 
Kampong 
Tralach 

road side 

 
 
 
 
 

SPM10 

0.015 

 
 
 
 

0.05 mg/m3 

(WHO, 
average 24h) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1 time in dry 
season and 1 
time in rainy 

season 

-Based on the actual 
observations in and around 

the project area and the 
results of air quality 
analysis of nine (09) 

locations, were in line with 
the standards set by the 

Ministry of Environment. 

-Fully Complied. 

200m away from 
road side 

KPC Bypass 

road side 
0.018 

200m away from 
road side 

KP 148 - Krakor 

road side 
0.013 

200m away from 
road side 

KP 52- 
Kampong 
Tralach 

road side 

 
 
 
 
 

SPM2.5 

0.011 

0.025 mg/m3 

(WHO, 
average 24h) 

200m away from 
road side 

KPC Bypass 

road side 
0.007 

200m away from 
road side 

 
KP 148 - Krakor 

road side 
0.007 

200m away from 
road side 

 
KP 52- 

Kampong 
Tralach 

road side 

 
 
 
 

SO2 

0.074 

 
 
 
 

0.30 mg/m3 

(MOE, 
average 24h) 

200m away from 
road side 

 
KPC Bypass 

road side 
0.037 

200m away from 
road side 

 
KP 148 - Krakor 

road side 
0.053 

200m away from 
road side 

KP 52- 
Kampong 
Tralach 

road side 

 
 
 
 

NO2 

0.043 

 
 
 
 

0.10 mg/m3 

(MOE, 
average 24h) 

200m away from 
road side 

 
KPC Bypass 

road side 
0.050 

200m away from 
road side 

KP 148 - Krakor 

road side 
0.042 

200m away from 
road side 

 
 

Noise 

KP 52- Kampong Tralach ROW 
boundary 

Noise 
Level 

50.54  
70dB(A) (06:00-

18:00) 
65dB(A) (18:00-

22:00) 
50dB(A) (22:00-

06:00) 
 

-Results of the noise level 
analysis in average showed 
that they were compliant 

with the noise level 
standard set by the Ministry 

of Environment. 
-Fully Complied 

KPC Bypass, ROW boundary 
54.87 

KP 148 - Krakor, ROW boundary 
51.62 

 
 

Vibration 

KP 52- Kampong Tralach ROW 
boundary Vibration Level 

27.22  
65Hz (06:00-

18:00) 
60Hz (18:00-

-The results of the vibration 
level analysis in average are 

KPC Bypass, ROW boundary 
28.80 
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KP 148 - Krakor, ROW 
boundary 

26.44 
06:00) (Lab. 

MOE) 
compliant with the 
Cambodia standard. 

-Fully Complied. 

 
 
 

General 
waste 

 
 
 
 

Along the road and public 
gathering 

 

.  . 
Not Study this season 

 

 

 

 

 
Subsidence 

Building and other structures in 
Kampong Chhnang Province 

 
Rising up 

of 
building 

is 
visually 

inspected 

-Fully 
Complied. 

 
1 time in dry 
season and 1 
time in rainy 

season 

-Fully Complied. 

Building and other structures in 
Pursat Province 

 
 

Ecosystem 

Along NR-5  
Visual 

observatio
n of 

animals, 
reptiles, 
and fish 

amphibio
us 

-Fully 
Complied. 

 
Every half 

year (1 time in 
dry season and 
1 time in rainy 

season) 

-Fully Complied. 

Odongk Bypass 

Kampong Chhnang Bypass 

 

 

 
II. Middle Section (Thlea  to Battambang and Sri Sophorn to Poipet Sections) 
 

Item Location 
Parameter/ 
Means of 

Monitoring 

Result 
(Average ) 

Standard Frequency Remarks 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Air quality 

 
Pursat Bypass 

road side 

 
 
 
 
 

SPM10 

0.014 

 
 
 
 

0.05 mg/m3 

(WHO, average 
24h) 

 
 

1 time in dry season 
and 1 time in rainy 

season 

-Based on the actual 
observations in and 

around the project area 
and the results of air 

quality analysis of nine 
(09) locations, were in 
line with the standards 
set by the Ministry of 

Environment. 

-Fully Complied. 

200m away from 
road side 

 
Pou Mouy Village 

Moung Russei 
District 

road side 
0.017 

200m away from 
road side 

 
Phun Koun 

Damrei, Ou Chrov 
District 

road side 
0.015 

200m away from 
road side 

 
Pursat Bypass 

road side 

 
 
 
 
 

SPM2.5 

0.007 

 
 
 
 

0.025 mg/m3 

(WHO, average 
24h) 

200m away from 
road side 

 
Pou Mouy Village 

Moung Russei 
District 

road side 
0.007 

200m away from 
road side 

 
Phun Koun 

Damrei, Ou Chrov 
District 

road side 
0.050 

200m away from 
road side 

 
Pursat Bypass 

road side  
 
 
 

SO2 

0.032 

 
 
 
 

0.30 mg/m3 

(MOE, average 

200m away from 
road side 

 road side 
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Pou Mouy Village 
Moung Russei 

District 

200m away from 
road side 

0.024 
24h) 

 
Phun Koun 

Damrei, Ou Chrov 
District 

road side 
0.049 

200m away from 
road side 

 
Pursat Bypass 

road side 

 
 
 
 

NO2 

0.042 

 
 
 
 

0.10 mg/m3 

(MOE, average 
24h) 

200m away from 
road side 

 
Pou Mouy Village 

Moung Russei 
District 

road side 
0.052 

200m away from 
road side 

 
Phun Koun 

Damrei, Ou Chrov 
District 

road side 
0.032 

200m away from 
road side 

 
 

Noise 

Pursat Bypass ROW boundary 

 
 

Noise Level 

52.27 

 
70dB(A) (06:00-

18:00) 
65dB(A) (18:00-

22:00) 
50dB(A) (22:00-

06:00) 

-Results of the noise 
level analysis in 

average showed that 
they were compliant 
with the noise level 
standard set by the 

Ministry of 
Environment. 

-Fully Complied 

Pou Mouy Village Moung Russei 
Distric, ROW boundary 

48.16 

Phun Koun Damrei, Ou Chrov District, 
ROW boundary 

51.42 

 
 

Vibration 

Pursat Bypass ROW boundary 

 
 

Vibration 
Level 

27.17 

 
65Hz (06:00-18:00) 
60Hz (18:00-06:00) 

(Lab. MOE) 

-The results of the 
vibration level analysis 

in average are 
compliant with the 
Cambodia standard. 

-Fully Complied. 

Pou Mouy Village Moung Russei 
Distric, ROW boundary 

25.25 

Phun Koun Damrei, Ou Chrov District, 
ROW boundary 

26.03 

 
 
 

General 
waste 

Along the road and public gathering 

 

 

 

 
Not Study this season 

 

 

 

 

 
 

Subsidence 

Building and other structures in Pursat 
Province  

 
Rising up of 
building is 

visually 
inspected 

-Fully 
Complied 

 
 

1 time in dry season 
and 1 time in rainy 

season 

-Fully Complied. Building and other structures in 
Battambang Province 

Building and other structure in Banteay 
Meanchey Province 

 
Ecosystem 

Along NR-5 Visual 
observation of 

animals, 
reptiles, 

amphibious, 
and fish 

-Fully 
Complied 

Every half year (1 
time in dry season 
and 1 time in rainy 

season) 

-Fully Complied. 

Pursat Bypass 
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III. NORTH SECTION (BATTAMBANG TO SRI SOPHORN SECTION) 

 
 

 
Item 

 
Location 

Parameter/ 
Means of 

Monitoring 

Result 
(Average) 

 
Standard 

 
Frequency 

 
Remarks 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Air quality 

 
BTB-KP 300 

road side 

 
 
 
 
 

SPM10 

0.015 

 
 
 
 

0.05 mg/m3 

(WHO, average 
24h) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1 time in dry season 
and 1 time in rainy 

season 

-Based on the actual 
observations in and 

around the project area 
and the results of air 

quality analysis of nine 
(09) locations, were in 
line with the standards 
set by the Ministry of 

Environment. 

-Fully Complied. 

200m away from 
road side 

 
BTB Bypass 

intersection with 
NR-57 

road side 
0.014 

200m away from 
road side 

 
BMCH-KP 356 

road side 
0.017 

200m away from 
road side 

 
BTB-KP 300 

road side  
 
 
 
 

SPM2.5 

0.007 

 
 
 
 

0.025 mg/m3 

(WHO, average 
24h) 

200m away from 
road side 

 
BTB Bypass 

intersection with 
NR-57 

road side 
0.006 

200m away from 
road side 

 
BMCH-KP 356 

road side 
0.011 

200m away from 
road side 

 
BTB-KP 300 

road side  
 
 
 

SO2 

0.032 

 
 
 
 

0.30 mg/m3 

(MOE, average 
24h) 

200m away from 
road side 

 
BTB Bypass 

intersection with 
NR-57 

road side 
0.052 

200m away from 
road side 

 
BMCH-KP 356 

road side 
0.040 

200m away from 
road side 

 
BTB-KP 300 

road side 

 
 
 
 

NO2 

0.041 

 
 
 
 

0.10 mg/m3 

(MOE, average 
24h) 

200m away from 
road side 

 
BTB Bypass 

intersection with 
NR-57 

road side 
0.031 

200m away from 
road side 

 
BMCH-KP 356 

road side 
0.034 

200m away from 
road side 

 
 
Noise 

BTB KP 300, ROW boundary 

 
 

Noise Level 

49.85 

 
70dB(A) (06:00-
18:00) 
65dB(A) (18:00-
22:00) 
50dB(A) (22:00-
05:00) 

-Results of the noise 
level analysis in 

average showed that 
they were compliant 
with the noise level 
standard set by the 

Ministry of 
Environment. 

-Fully Complied 

BTB Bypass intersection with NR-57, 
ROW boundary 

50.51 

BMCH-KP 356, ROW boundary 
51.90 
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Vibration 

BTB KP 300, ROW boundary 

 
 

Vibration Level 

22.45 
 

65Hz (06:00-18:00) 
60Hz (18:00-06:00) 

(Lab. MOE) 

-The results of the 
vibration level analysis 

in average are 
compliant with the 
Cambodia standard. 

BTB Bypass intersection with NR-57, 
ROW boundary 

25.02 

BMCH-KP 356, ROW boundary 30.65 

 
 
 

General 
waste 

Along the road and public gathering 

 

 
 

 Not Study this season 

 

 

 

 

 
Subsidence 

Building and other structure in BTB 
Province 

 
Rising up of 
building is 

visually 
inspected 

-Fully Complied 
 

1 time in dry season 
and 1 time in rainy 

season 

-Fully Complied. 

Building and other structure in BMCH 
Province 

 
 

Ecosystem 

Along NR-5  
Visual 

observation of 
animals, 
reptiles,  

amphibious, and 
fish 

-Fully Complied 

 
Every half year (1 
time in dry season 
and 1 time in rainy 

season) 

-Fully Complied. Odong bypass 

Kampong Chhnang bypass 

 

 

 

 


